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SECURITY SEALS FOR ALL INDUSTRIES AND TRANSPORTS – TAMPERING PREVENTION SYSTEMS 

 

Securit y seals for all Industries and T ransports – Tampering prevention systems  

 
 

LEG9600 Identification cable ties 100x2,5 neutre 5.000    
LEG9610 Identification cable ties 200x2,5 neutre 5.000 
 

 

 

  

LEG961001 Identification cable ties 110x2,5 neutre 5.000    
LEG961002 Identification cable ties 210x2,5 neutre 5.000 
 

LEG961005 Identification cable ties 190x4,8 neutre 3.000    
LEG961006 Identification cable ties 270x4,8 neutre 3.000   
 

TEMPERATURE OF USE: 
  of exercise  . . . . . . . . . . . . . . . . . . . . . . . . . . . .  -40°C + 85°C  
  of assembly  . . . . . . . . . . . . . . . . . . . . . . . . . . .   -10°C + 60°C  
  maximum tip assimilable for short periods . . . .  +110°C  
  of fusion . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . +256°C  
  held to the flame * . . . . . . . . . . . . . . . . . . . . . . . .true to law UL 94 class V2  
  absorption humidity . . . . . . . . . . . . . . . . . . . . . . 2,7% (in exposure to the air with 50% of U.R. 
TRUE TO CE EUROPEAN NORMS:We use classified material UL94V2 For all the polyamide 66 cable ties.  
HELD THE EXTERNAL AGENTS : It resists to bases oils, greases, soaps, detergents, petroliferous products, clorura dissolvents, alcooli. - 
Limited held to acids. ** - It does not resist to phenol. 
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