
 

JUPITER slot & seal 3,3x500 mm 
JUPITER slot & seal  3,3x600 mm 

 

PACKING: 
Carton with 1000 seals  
Carton Dimensions:  
Carton Weight:  
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SECURITY SEALS FOR ALL INDUSTRIES AND TRANSPORTS – TAMPERING PREVENTION SYSTEMS 

 

Security seals for all Industries and Transports – Tampering prevention systems 

 

66 B 

DESCRIPTION: 
° Extra long plastic adjustable seal. Made 
up of 2 parts that are assembled at the 
time of use, by slotting the tail trough the 
flag and then sealing like a regular security 
seal. 
°Quick and secure application. 
°Metal insert in the blocking. 

HOW TO USE: 
a.)  Slot the tip of the tail through the small 
hole located on one side of the seal’s flag. 
b.) Apply the seal to the desired 
application. 
c.) With the seal assembled insert the tail 
through the blocking mechanism. 
d.) Ensure the tail of the seal is pulled 
through as far as possible to guarantee the 
securest closure of the seal. 
 

DIMENSIONS: 
° Diam        : 3,3 mm 
° Tail length  : 500 and 600 mm 
° Flag dimensions :  22x50 mm 
 
 
NUMBERING AND CUSTOMISATION:   
° Ink transfer printing  
°Sequential numbering up 15 digits 
°Barcode Option 
°Customisation available on request up to 
20 characters on one line 
°Client logo can be developed on request 
° For Special orders  printing in relief 
 
 
 
MATERIAL:  
° In accordance with : Restriction of 
Hazardous Substances (RoHS) listed in 
the European Directive 2002/EC. 
 
 
OTHER SIMILAR PRODUCTS 
AVAILABLE 
° JUPITER       : 2x315 mm  
          FLAG: 22x50 mm 
° JUPITER       : 2x425 mm  
          FLAG: 22x50 mm 
° JUPITER        : 3,3x315 mm  
          FLAG: 22x50 mm 
° JUPITER        : 3,3x425 mm  
           FLAG: 22x50 mm 
 
° JUPITER L.L. : 3,8x420 mm  
           FLAG: 50x68 mm 
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