102 ZIPSTOP STANDARD
ZIPSTOP LONG : BARCODE

. Securit y seals for all Industries and T ransports — Tampering prevention systems

DESCRIPTION:

Plastic seal to stop the closure of the security
bag

when the head is inserted into the zip, the zip
o is blocked and to move the zip it is necessary
by to break the seal.
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ZIPSTOP LONG FOR BARCODE

SEQUENTIAL NUMBERING AND
CUSTOMISATION:

°LASER PRINT

°Sequenced numbering up to 15 digits.
°Bar-code possibility

TCustomised up to 20 characters on one line
9Logos available upon request

°For special orders, logo printing in relief.

MATERIAL:
°In accordance with : Restriction of Hazardous

AVAILABLE COLOURS

FLUORESCENT COLOURS

PACKING:

ZIPSTOP STANDARD :Carton with 5.000 seals
Carton dimensions: 28x21x10 cm

Carton weight: 2,5 kgs

Substances (RoHS) listed in the European
Directive 2002/EC.

PACKING:

ZIPSTOP BARCODE :Carton with 2.500 seals
Carton dimensions: 28x21x10 cm

Carton weight: 3 kgs

SECURITY SEALS FOR ALL INDUSTRIES AND TRANSPORTS - TAMPERING PREVENTION SYSTEMS
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